
Equipment Hire - Setup Up Guide

In partnership with Film Hub Wales, South West, Northern Ireland and Flatpack Projects



Collecting The Equipment

Canon Projector WUX 450
39cm x  51cm x 16cm

Celexon Screen
117cm x 31cm x 48cm 

Speakers & Sony Blu Ray Player
54cm x 28cm x 48cm



Set Up Map

Projector Screen

Projector

Right Speaker Left Speaker

Centre Speaker

Blu-Ray

This set up is replicated here in this image of St Mark’s Church in Burnley

This connection chart shows you the simplest way to assemble the Cinem For All equipment. The 
following pages will break down the components into three sections; Projector Screen, Sound and 
Projector. 



Step 1 - Setting Up The Screen
1 - Take the frame and additional items out of the flight case

Inside the case you will find;

i. W hite front projection screen
ii. T he main frame
iii. T he left leg
iv. The right leg
v. A ccessary bag contains 6 screw in bolts

i.

ii.

iii.

iv.

v.

2 - Working in a pair, lay the main frame out on the floor and pull it out into a full rectangle.



3 - Lock the frame by clipping the corner brackets into placei. v.

4 - Lay the projection fabric out on top of the frame 



i. v.

7 - Once all of the poppers have been secured flip the screen up and lean it against a wall

8 - Take the left and right legs and place them to the side of the screen

9 - Agree a set height with your partner and raise the screen at the same time



i. v.

10 - Screw the locknuts from the accessary bag through the frame and into the screen.

11 - At the screens maximum height, you can only add 4 bolts. If it is lower, you can fix it with all six



Step 2 - Setting Up The Amplifier

1 - Locate your amplifier

1 -Locate the channel labelled Front A 



i. v.

3 - Insert one set of banana plugs for your left speaker and one for your right speaker

3 - Neatly lay down your speaker cable, and run it to your speakers at the front of the screen

4 - Position your speakers at the ear height of your audience to the left and the right of your screen

5 - Take the cable that you have run from the right speaker speaker channel and insert the banana plugs into 
the speaker on the right of your screen as shown.

6 - Neatly lay down your speaker cable, and run it to your speakers at the front of the screen

7 - Repeat this process with the speaker cable from the left channel and insert it into the left speaker



Step 3 - Setting Up The Projector
1 - To set up the projector, first plug in the Blu Ray Player, the Amplifier and the projector to a power source

2 - Place the HDMI cable into the back of the Bluray player



i. v.

3- Take this same HDMI cable and insert the other end into the back of the amplifier into the port labelled 
BD/DVD 

4 - Take a second HDMI cable and place it into HDMI OUT on the back of the amplifier

5 - Take this cable and insert the other end into the projector



i.

6 - Turn on the projector. It may take up to two minutes to turn on fully.

7 - Position your projector lens 7 metres away from the screen



7 - Set the projector at the same height at the bottom of the screen, with the lens pointing directly towards 
the centre of the screen

8 - Turn on the amplifier and set it to BD/DVD mode



i.

8 - Turn on the amplifier and set it to BD/DVD mode

9 - Once you have confirmed everything is working, tape down all of your cables to prevent tripping hazards

If you have any questions about using the equipment you can call Cinema For All on 0114 221 0314 between 
9:30am and 5:30pm Monday to Friday.


